FV-500H

Owner’s Manual

FOOT voLume

Before using this unit, carefully read “USING THE UNIT SAFELY” and “IMPORTANT NOTES”
(leaflet “USING THE UNIT SAFELY"). After reading, keep the document(s) where it will be
available forimmediate reference.

Using the FV-500H as a volume pedal
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* The FV-500H is a high-impedance device and should directory connected to a guitar or
bass guitar as shown in the picture.

* To prevent malfunction and/or damage to speakers or other devices, always turn down
the volume, and turn off the power on all devices before making any connections.

* When you operate the pedal, please be careful not to get your fingers pinched between
the movable part and the panel.

Using the FV-500H as an expression pedal
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Ie 3| »
{ a Stereo 1/
Stereo 1/4”|§ EXP EXP 8 phone plug

phone plug § pPEDAL

=&
=&

f

Keyboard

MINIMUM
VOLUME

MIN MAX

* When you operate the pedal, please be careful not to get your fingers pinched between
the movable part and the panel.

Adjusting PEDAL FEEL

You can get the feel of the pedal just the way you like it by rotating the PEDAL FEEL
adjustment screw on the FV-500H’s bottom panel with a Phillips screwdriver.

® Turning the screw in the LIGHT (left) direction gives the pedal a lighter feel.
® Turning the screw in the HEAVY (right) direction gives the pedal a heavier feel.
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Features

* High-impedance volume pedal is optimal for connecting directly to guitars and basses.

® TUNER OUT jack lets you tune without having to change your cable connections.

® Ascrew on the bottom of the unit allows you to adjust the feel of the pedal to your
liking.

® You can also use the FV-500H as an expression pedal.

Operation

1. Connect the FV-500H to a guitar (or bass) and an amp as shown in the picture.

2. With the pedal fully depressed, set the maximum volume level by adjusting the
volume on the guitar (or bass) and amp.

3. Return the pedal to the minimum position. set the minimum volume level using
the MINIMUM VOLUME knob on the pedal. (The maximum volume level cannot be
changed with the MINIMUM VOLUME knob.)

4, Adjust the pedal.

Now you can control the volume within the range you have just specified.

How to use the TUNER OUT jack

Connect the output of a guitar to INPUT on the FV-500H. Connect a tuner to the TUNER OUT
jack.

If you return the pedal to the minimum position, you can now tune the instrument without
any sound from the amplifier. (in this case, set the MINIMUM VOLUME knob to zero.)

Operation

1. Connect the EXP jack of the FV-500H to the EXP PEDAL (or EV-5) jack of the instrument
you wish to control.

* The FV-500H is similar in design to the Roland EV-5 Expression Pedal and therefore can be
connected to the EXP PEDAL (EV-5) jack on Roland BOSS products. Note that connecting
to other jacks may result in damage to the equipment.

2. Depress the pedal fully and set the maximum volume on the connected instrument.

3. Return the pedal to the minimum position. Set the minimum volume using the
MINIMUM VOLUME knob on the pedal.
* When setting maximum and minimum values on the connected device, be sure to have
the MINIMUM VOLUME knob set at the minimum level.
4, Adjust the pedal.
Now you can control the volume within the range you have just specified.

Specifications

Control:
Main volume (pedal) x 1
MINIMUM VOLUME knob x 1

Connectors:
INPUT jack x 1
OUTPUT jack x 1
TUNER OUT jack x 1
EXP (expression) jack x 1

Dimensions:
110 (W) x 289 (D) x 72 (H) mm
4-3/8 (W) x 11-7/16 (D) x 2-7/8 (H) inches

(Maximum height)
110 (W) x 289 (D) x 120 (H) mm
4-3/8 (W) x 11-7/16 (D) x 4-3/4 (H) inches

Weight:
1.6 kg/3 Ibs 9 oz

Accessory:
Leaflet (“USING THE UNIT SAFELY”, “IMPORTANT NOTES,” and “Information”)

* This document explains the specifications of the product at the time that the document
was issued. For the latest information, refer to the Roland website.
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